Surface Mount

Power Splitter/Com

JSPQ-350+

Iner

2 Way-90° 500

150 to 350 MHz

JSPQ-350

Maximum Ratings Features
Operating Temperature -40°C to 85°C * wideband, 150 to 350 MHz CASE STYLE: BK276
Storage Temperature -55°C to 100°C e low (ljn'selitl(t)'n |°Z%: 3-BstdB typ. PRICE: $14.95 ea. QTY (1-9)
. ® good Isolation .
Power Input (as a splitter) 1W max. o 9 ! P
- — aqueous washable l ; d
Permanent damage may occur if any of these limits are exceeded. + ROHS comp lant In accordance
pin G y with EU Directive (2002/95/EC)
INn Connectuions H H
App“catlons The +Suffix identifies RoHS Compliance. See our web site
SUM PORT 1 o VHF-TV for RoHS Compliance methodologies and qualifications.
PORT 1 (0°) 3 * IF signal processing
PORT 2 (+90°) 12 * modulators
GROUND 5,7,8,10 Electrical Specifications
HM TERM. EXTERNAL 14
500 FREQ. ISOLATION INSERTION LOSS (dB) PHASE AMPLITUDE
NOT USED 2,4,6,9,11,13 RANGE (dB) Avg. of Coupled Outputs UNBALANCE UNBALANCE
(MHz) less 3dB (Degrees) (dB)
- - f -f Typ.  Min. Typ. Max. Max. Max.
Outline Drawing i s s
150-350 20 13 0.5 1.0 5 15
E
B+.015 MAX
Typical Performance Data
At Frequency Insertion Loss Amplitude Isolation Phase VSWR VSWR VSWR
W7 (MHz) (dB) Unbalance (dB) Unbalance S 1 2
INDEX TOP_VIEW SIDE VIEW (dB) (deg.)
S-1 S-2
*$|$’L§EEWF PCB Land Pattern
. G TYP 150.00 3.03 3.79 0.76 19.08 89.51 1.22 1.19 1.19
A 7 160.00 3.19 3.64 0.45 19.33 89.70 1.24 1.20 1.20
BB %
J YR a 170.00 3.34 3.51 0.17 19.61 89.85 1.24 1.20 1.21
iy K TYP L 185.00 3.49 3.37 0.12 19.85 89.85 1.24 121 1.22
1413 u; T‘;Pu L ‘ 5 TiYP 200.00 3.63 3.27 0.36 20.07 90.15 1.26 1.22 1.22
BOTTOM, VIEW f 215.00 371 3.20 0.50 20.34 89.84 1.24 1.23 123
Suggested Layout, 230.00 3.77 3.19 0.58 20.81 89.96 1.27 1.24 1.23
Tolerance to be within +.002 245.00 3.80 3.18 0.61 21.19 89.86 1.25 1.25 1.23
260.00 3.75 3.21 0.54 21.49 89.84 1.26 1.25 1.22
275.00 3.75 3.28 0.47 21.90 89.63 1.24 1.25 1.22
. R . ) 290.00 3.65 3.34 0.31 22.73 89.53 1.24 1.24 1.22
Outline Dimensions (in¢h 310.00 354 3.49 0.05 24.81 89.09 1.22 122 1.20
330.00 3.34 3.64 0.30 27.48 88.88 1.20 1.21 1.18
A B C D E F G 340.00 3.29 3.78 0.49 29.15 88.73 1.19 1.19 1.17
.450 .803 - .100 .250 .102 .100 350.00 3.17 3.88 0.72 31.08 88.52 1.16 1.18 1.17
11.43 20.40 - 2.54 6.35 2.59 2.54
JSPQ-350 JSPQ-350
H J K L wt INSERTION LOSS ISOLATION
047 065 .065 .470 grams 4.8 35
119 165 1.65 11.94 3.0 @ —S1(dB) —-S-2(dB)
S 44 ~31
Py g
%) =
D Board MCL P/N: TB-59 e g
emo boar . - -~ =
Suggested PCB Layout (PL-061) § 369 s T <2
k /< - e sl | —
. 232 = = 5 ~ 19
N X .1 00 .033 l—_ozs 28 15
PACKAGE OUTLINE | 150 190 230 270 310 350 150 190 230 270 310 350
';l_ A1 ﬁf‘ji E:“ Ay s FREQUENCY (MHz) FREQUENCY (MH2)
I == —OJ R .
a2s—— ! | ISPQ-350 electrical schematic
_075_/ | A I b 4x .130 o PHASE UNBALANCE PORT 1 SUM PORT
! T | 91.0
075 i - ] w
[ N—l g 905
W LT a0 B
oy 1 B 5_wo —
| o o
.065 TYP % 8 89.5
T 23X 8,020 PTH W
(SEE NOTE BELOW) FOR bROUND 2 89.0
NOTES: I 885 PORT 2
1. TRACE WIDTH IS SHOWN FOR ROGERS ROAS&DE a
WITH DIELECTRIC THICKNESS .030" 00: 88.0 . 50 Ohm
COPPER: 1/2 0Z. EACH SIDE .
:gRBEOT:gRDIFMfEAgER\ALS TRACE WIDTH MAY NEED 150 190 230 270 310 350
2. BOTTOM SIDE OF THE PCB IS CONTINUOUS GROUND PLANE. FREQUENCY (MHz) 1
DENOTES PCB COPPER LAYOUT WITH SMOBC (SOLDER MASK -
OVER BARE CorreR) H H H H @ For detailed performance specs
DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK
H . m Mlnl-clrcults & shopping online see web site

1SO 9001 ISO 14001 AS 9100 CERTIFIED

P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 Fax (718) 332-4661 The Design Engineers Search Engine 2 provides ACTUAL Data Instantly at miniCiEIils.c_gn sggéga
IF/RF MICROWAVE COMPONENTS JSPQ-350

Notes: 1. Performance and quality attributes and conditions not expressly stated in this specification sheet are intended to be excluded and do not form a part of this specification sheet. 2. Electrical specifications LC/TDICP

and performance data contained herein are based on Mini-Circuit's applicable established test performance criteria and measurement instructions. 3. The parts covered by this specification sheet are subject to 090824

Mini-Circuits standard limited warranty and terms and conditions (collectively, “Standard Terms”); Purchasers of this part are entitled to the rights and benefits contained therein. For a full statement of the Standard
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